
Pipe Diameter Pipe Circle 9 wrap x Circles Pipe Tape Pipe Tape Pipe Tape

Inch Inch Inch 2 Inch x 60 Inch 2 Inch x 140 Inch 4 Inch x 140 Inch

0.25 0.8 7.1 One unit

0.5 1.6 14.1 One unit

0.75 2.4 21.2 One unit

1 3.1 28.3 One unit

1.5 4.7 42.4 One unit

2 6.3 56.5 One unit

3 9.4 84.8 Two  units

4 12.6 113.1 Two  units One unit

5 15.7 141.4 One unit

6 18.8 169.6 Two  units One unit

8 25.1 226.2 Two  units One unit

10 31.4 282.7 Two  units One unit

12 37.7 339.3 Two  units

14 44.0 395.8 Two  units

Pipe Diameter Pipe Circle 9 wrap x Circles Pipe Tape Pipe Tape Pipe Tape

mm mm mm 5cm x 150cm 5cm x 350cm 10cm x 350cm

15 47.1 424.1 One unit

20 62.8 565.5 One unit

25 78.5 706.9 One unit

32 100.5 904.8 One unit

40 125.7 1131.0 One unit

50 157.1 1413.7 One unit

80 251.3 2262.0 Two  units

100 314.2 2827.4 Two  units One unit

125 392.7 3534.3 One unit

150 471.2 4241.2 Two  units One unit

200 628.3 5654.9 Two  units One unit

250 785.4 7068.6 Two  units One unit

300 942.5 8482.3 Two  units

350 1099.6 9896.0 Two  units
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WENCON PIPE TAPE USAGE CHART "INCH"

WENCON PIPE TAPE USAGE CHART "METRIC"

Withstands 220 Psi / 15 bar (2250 Psi / 155 bar with putty)

Withstands 220 Psi / 15 bar (2250 Psi / 155 bar with putty)


